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1. RATED CURRENT: 0.30A/CONTACT
: x 2. INSULATION RESISTACE: 500MOHM MIN.
//sa » 3. DIELECTRIC WITHSTANDING VOLTAGE:250V AC FOR 1 MINUTE.
RS 2 4. OPERATING TEMPERATURE: —25°C TO +85°C
S 5. ROHS COMPLIANT.
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ol NO. | DESCRIPTION Q1Y | MATERIAL PLATING & COLOR
NAME:  |DH 37P Male Solder Type Pitch=1.0mm| PART NO.|BO1-DH40-37S
QUALITY SYmBOLS |  Toleance REV: | A |UNT:| mm DRW BY | CHK BY | APP BY [DRAWNG NO.
0. X X. +0.60 | SCALE:| N:1 |DATE: | 2022/11/08 | Huangmei | Jack Chen DH40-375
X +0.40
CRITICAL MAJOR F o\
A |2022/11/08 NEW ISSUE Jack Chen . +0.25 ¢ e A =
v v Kinkuo K 5€ 11T 5 [ FL 143 PR W]
SIDE | DATE DESCRIPTION APPROVER ZERO DEFECT SP.C @ 1 N www.KinKuo.com
8 | 7 6 5 | 4 | 3 | 2 | 1




